
 ACER Aspire 7530, 7730, One A150, ZG5, 5510, 5610, 5532, 5732 DC maitinimo
įkrovimo lizdas

Generuota 2025-12-12

Pavadinimas Aprašymas

Lizdo tipas Lituojamas

Kištuko diametras 5.5x1.7 mm

KODAS AC-2L

MODELIAI ACER Aspire 7530, 7730, One A150, ZG5, 5510, 5610, 5532, 5732, 5410, 5510Z, 5734Z,
7530G, 9500, 5630, 5680, PJ054, D38Y,
Acer Aspire 2350 4200 4310 4520 5680 Presa Dc Jack Emachine E725 E720
Acer Travelmate Serie:
290, 2350, 4200, 4320, 2480, 3270
Acer Aspire Series:2350, 3050, 3100, 3680, 3690, 4220, 4520, 4720, 4310, 4720Z, 4810, 5070,
5100, 5500, 5515, 5516, 5570, 5570Z 5580, 5610, 5610Z, 5630, 5680, 7530 G, 9500Acer
Extensa Serie:5010, 5200, 5410, 5510ZACER ASPIRE Uno AOD150 10.1 ": AOD150-1739,
AOD150-1462, AOD150-1322, AOD150-1860, AOD150-1669, AOD150-1165 AOD150-1577,
AOD150-1920, AOD150-1186, AOD150-1125, AOD150-1647, AOD150-1606, AOD150-1240,
AOD150-1044, AOD150-1197 AOD150-1587Acer Aspire One AOA150 8,9 ":" AOA150-1126,
AOA150-1447, AOA150-1983, AOA150-1049, AOA150-1672, AOA150-1141, AOA150-1483,
AOA150-1068 AOA150-1485, AOA150-1359, AOA150-1553, AOA150-1505, AOA150-1784,
AOA150-1329, AOA150-1316, AOA150-1348, AOA150-1444, AOA150-1987, AOA150-1405,
AOA150-1435, AOA150-1905, AOA150-1083, AOA150-1400, AOA150-1786, AOA150-1178,
AOA150-1949, AOA150-1742, AOA150-1864, AOA150-1706, AOA150-1887, AOA150-1622,
AOA150-1690, AOA150-1635, AOA150-1570 AOA150-1798 AOA150-1555, AOA150-1777
AOA150-1679, AOA150-1649, AOA150-1035 AOA150-1029, AOA150-1172, AOA150-1504,
AOA150-1001, AOA150-1126, AOA150-1140, AOA150-1435, AOA150-1840, AOA150-1382, Acer
Aspire One AOA110 8,9 ":" AOA110-1295, AOA110-1831, AOA110-1041, AOA110-1626,
AOA110-1283, AOA110-1295, AOA110-1722, AOA110-1982 AOA110-1995, AOA110-1834,
AOA110-1588, AOA110-1137 AOA110-1662            
Acer Aspire One A150:A150-Aw A150-Bb, A150-Bb1, A150-1006, A150-1049, A150-1126,
A150-1249, A150-1447, 1890-A150, A150L, A150XAcer Aspire One A110: A110 - AB, A110-1295,
A110L, A110XAcer Aspire One ZG5: ZG5
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Pavadinimas Aprašymas

PASLAUGA Atliekame kompiuterio remonto darbus, keičiame išlūžusius, nekontaktuojančius lizdus
naujais per 1-2 d.d. dienas.
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